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PART 1 - GENERAL

1.1      REFERENCES

The publications listed below form a part of this specification to the extent referenced.  The publications
are referred to in the text by the basic designation only.

     AMERICAN CONFERENCE OF GOVERNMENTAL INDUSTRIAL HYGIENISTS (ACGIH)

ACGIH TLV- BKLT                                  (1991- 1992) Threshold Limit Values (TLVs)
for Chemical Substances and Physical
Agents and Biological Exposure Indices (BEIs)

ACGIH TLV- DOC                                   Documentation of Threshold Limit Values
and Biological Exposure Indices

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM D 2092                                       (1995) Preparation of Zinc- Coated
 (Galvanized) Steel Surfaces for Painting

CODE OF FEDERAL REGULATIONS (CFR)

29 CFR 1910.1000                              Air Contaminants

29 CFR 1910.1025                              Lead

29 CFR 1926.62                                  Lead Exposure in Construction

COMMERCIAL ITEM DESCRIPTIONS (CID)

CID A- A- 378                                       Putty, Linseed Oil Type (For Wood Sash)
                                                          Glazing

CID A- A- 1500                                     (Rev. A) Sealer, Surface (Latex Block
                                                          Filler)

CID A- A- 50557                                   Primer, Water- Borne, Acrylic or Modified
                                                          Acrylic, For Metal Surfaces

FEDERAL SPECIFICATIONS (FS)

FS TT - P – 19D Latex acrylic emulsion

FS TT - P – 29K Latex base, flat

FS TT - P – 86H Red-lead base iron & steel primer

FS TT - P – 645B Zinc-Chromate, alkyd type primer

FS TT - P – 650D, Type 1 Latex base primer
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FS TT - P – 664 Primer, Synthetic, Rust Inhibiting, Lacquer Resisting

FS TT - P – 1511B, Type 1 Latex base, interior semi-gloss

FS TT - P – 1975                                       Acrylic emulsion, water-borne, corrosion resistant
coating.

FS TT - P – 1984 Latex base, exterior wood primer

STEEL STRUCTURES PAINTING COUNCIL (SSPC)

SSPC Guide 6                                     (1995) Containing Debris Generated During
                                                          Paint Removal Operations

SSPC Guide 7                                     (1995) Disposal of Lead- Contaminated
                                                          Surface Preparation Debris

SSPC PA 1                                           (1991) Shop, Field, and Maintenance
                                                          Painting

SSPC PA 3                                           (1995) Safety in Paint Application

SSPC SP 1                                           (1982) Solvent Cleaning

SSPC SP 6                                           (1994) Commercial Blast Cleaning

1.2      SUBMITTALS

Submit the following in accordance with Section 01330, "Submittal Procedures."

1.2.1    SD-03, Product Data

For each type of coating, sealant, or other product furnished:

a. Submit data from the manufacturer's paint laboratory indicating that the product
conforms to requirements of the referenced specification.

1.2.2    SD- 14, Samples

a. Color

Submit manufacturer's samples of paint colors.  Cross reference color samples to color scheme as
indicated.

1.3    APPLICATOR'S QUALIFICATIONS

Submit evidence that applicator has satisfactorily applied paint by airless spray at minimum of two sites.
Indicate names and locations of sites, and type and design of equipment used, including safety devices.
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1.4    EVIDENCE OF ACCEPTABLE VARIATION

If a product proposed for use does not conform to requirements of the referenced specification, submit for
approval to the Contracting Officer, evidence from the paint manufacturer's laboratory that the proposed
product is either equal to or better than the product specified.  The submittal shall include the following:

a. Identification of the proposed substitute;

b. Reason why the substitution is necessary;

c. A comparative analysis of the specified product and the proposed substitute, including
tabulations of the composition of pigment and vehicle;

d. The differences between the specified product and the proposed substitute; and

e. Other information necessary for an accurate comparison of the proposed substitute and
the specified product.

1.5      QUALITY ASSURANCE

1.5.1   Manufacturers’ field service and reports for coating system for structural steel, steel deck, and
ballistic panels.

1.5.1.1  Provide qualified staff personnel to observe site conditions, conditions of surfaces and
application, quality of workmanship, monitoring of wet film thickness of coatings, and to initiate
instructions when necessary.  This applies to application of primer at steel fabricator’s plant and
application of entire coating system at the Project Site.

1.5.1.2 Submit qualifications of observer to the Government for approval, 30 days in advance of required
observation.

1.5.1.3 Report observations and site decisions or instructions given to applicators that are supplemental
or contrary to manufacturers’ written instructions.

1.5.1.4  Submit certified reports to the Government within 7 days of observations.

1.5.2  Qualifications of Airless Spray Applicators:  Satisfactory application of paint by airless spray at a
minimum to two sites.

1.5.3    Field Samples and Tests

The Government will take 0.5 liter one pint samples of paint at random from the products delivered to the
job site and test them to verify that the products either conform to the referenced specifications or the
approved substitution.  Products which do not conform shall be removed from the job site and replaced
with new products that conform to the referenced specification or the approved substitution.

1.6      REGULATORY REQUIREMENTS

1.6.1    Environmental Protection

In addition to requirements specified elsewhere for environmental protection, provide coating materials
that conform to the restrictions of the local Air Pollution Control District regional jurisdiction.  Notify
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Contracting Officer of any paint specified herein which fails to conform to Air Quality Management
District Rules (cited in Appendix A) for the location of the project.  In localities where specified coating
or paint is prohibited, the Contracting Officer may direct substitution of acceptable coating system.

1.6.2    Lead Content

Materials shall not contain lead.

1.6.3    Chromate Content

Do not use coatings containing zinc- chromate or strontium- chromate.

1.6.4    Asbestos Content

Materials shall not contain asbestos.

1.6.5    Mercury Content

Materials shall not contain mercury or mercury compounds.

1.6.6    Silica Sand

The use of silica sand is prohibited.

1.6.7    Human Carcinogens

Materials shall not contain ACGIH TLV- BKLT and ACGIH TLV- DOC confirmed human carcinogens
(A1) or suspected human carcinogens (A2).

1.7      PACKAGING, LABELING, AND STORAGE

Deliver materials in sealed, labeled containers bearing the manufacturer's name, brand designation,
specification number, batch number, color, and date of manufacture.  Restrict storage and mixing of
materials to locations designated by the Contracting Officer.

Paints shall be in sealed containers that legibly show the contract specification number, designation name,
formula or specification number, batch number, color, quantity, date of manufacture, manufacturer's
formulation number, manufacturer's directions including any warnings and special precautions, and name
and address of manufacturer.  Pigmented paints shall be furnished in containers not larger than 20 liters 5
gallons.  Paints and thinners shall be stored in accordance with the manufacturer's written directions, and
as a minimum, stored off the ground, under cover, with sufficient ventilation to prevent the buildup of
flammable vapors, and at temperatures between 4 to 35 degrees C 40 to 95 degrees F.

1.8      SAFETY METHODS

Apply coating materials using safety methods and equipment in accordance with the following:

1.8.1      Safety Methods Used During Coating Application

Comply with the requirements of SSPC PA 3.
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1.8.2      Toxic Materials

To protect personnel from overexposure to toxic materials, conform to the most stringent guidance of:

a.  The chemical manufacturer when using mineral spirits, or other chemicals.  Use
impermeable gloves, chemical goggles or faceshield, and other recommended protective clothing and
equipment to avoid exposure of skin, eyes, and respiratory system. Conduct work in a manner to
minimize exposure of building occupants and the general public.

b. The appropriate OSHA standard in 29 CFR 1910.1025 and 29 CFR 1926.62 for surface
preparation on painted surfaces containing lead.  Additional guidance is given in SSPC Guide 6 and SSPC
Guide 7.

c.  29 CFR 1910.1000.

d.  ACGIH TLV- BKLT, threshold limit values.

e. Manufacturer's material safety data sheets (MSDS).

1.9      ENVIRONMENTAL CONDITIONS

1.9.1    Exterior Coatings

Do not apply coating to surfaces during foggy or rainy weather, or under the following surface
temperature conditions:

a.  Less than  5 degrees F above dew point;

b.  Below 40 degrees F (for oil- based paints),  50 degrees F (for latex paints) or over 95
degrees F, unless approved by the Contracting Officer.

1.9.2    Interior Coatings

Apply coatings when surfaces to be painted are dry and the following surface temperatures can be
maintained:

a. Between 40 and 95 degrees F during application of enamels and varnishes;

b. Between 50 and 95 degrees F during application of other coatings.

1.10    COLOR SELECTION

Colors of finish coats shall be as indicated or specified.  Where not indicated or specified, colors shall be
selected by the Contracting Officer.  Manufacturers' names and color identification are used for the
purpose of color identification only.  Named products are acceptable for use only if they conform to
specified requirements.  Products of other manufacturers are acceptable if the colors approximate colors
indicated and the product conforms to specified requirements.
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1.11    LOCATION AND SURFACE TYPE TO BE PAINTED

1.11.1  Painting Included

Where a space or surface is indicated to be painted, include the following unless indicated otherwise.

a. Surfaces behind portable objects and surface mounted articles readily detachable  by
removal of fasteners, such as screws and bolts.

b. New factory finished surfaces that require identification or color coding and factory
finished surfaces that are damaged during performance of the work.

c. Existing coated surfaces that are damaged during performance of the work.

1.11.2  Painting Excluded

Do not paint the following unless indicated otherwise.

a. Surfaces concealed and made inaccessible by panelboards, fixed ductwork, machinery,
and equipment fixed in place.

b. Surfaces in concealed spaces.  Concealed spaces are defined as enclosed spaces above
suspended ceilings, furred spaces, attic spaces, crawl spaces, and chases.

c. Steel to be embedded in concrete.

d. Structural steel to receive spray-applied fire proofing.

e. Copper, stainless steel, aluminum, brass, and lead except existing coated surfaces.

1.11.3 Exterior Painting

Includes new surfaces of the buildings and appurtenances as indicated.  Also included are existing coated
surfaces made bare by cleaning operations.

1.11.4  Interior Painting

Includes new surfaces of the buildings and appurtenances as indicated and existing coated surfaces made
bare by cleaning operations.  Where a space or surface is indicated to be painted, include the following
items, unless indicated otherwise.

a. Exposed columns, girders, beams, joists, and metal deck; and other ferrous metals not
embedded in concrete or masonry, or scheduled to receive spray-applied fire proofing.

b. Other contiguous surfaces.

1.11.5 Mechanical and Electrical Painting

Includes field coating of interior and exterior new surfaces.

a. Where a space or surface is indicated to be painted, include the following items unless
indicated otherwise.
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(1) Exposed piping, conduit, and ductwork;

(2) Supports, hangers, air grilles, and registers;

(3) Miscellaneous metalwork and insulation coverings.

b. Do not paint the following, unless indicated otherwise:

(1) New zinc- coated, aluminum, and copper surfaces under insulation

(2) New aluminum jacket on piping

(3) New interior ferrous piping under insulation

1.11.6 Exterior Painting of Site Work Items

Field coat the following items:

a. All piping and appurtenances

1.12  WARRANTY

Warranties shall begin on the date of Government acceptance of the entire Project.

1.12.1  Manufacturer's Warranty

Furnish manufacturer's 5-year warranty for the coating system for structural steel, including shop applied
primer, field applied intermediate coating, and field applied finish coating.  The warranty shall name the
Government as Owner.

1.12.2  Contractor's Warranty

The Contractor shall warrant the structural steel coating system for 5 years. If repairs are required during
the Contractor's warranty period, the Contractor shall make such repairs within 14 days of notification.  If
repairs are not performed within the specified time, repairs may be performed by others at the
Contractor’s expense and such work will not void the warranty.

PART 2 - PRODUCTS

2.1    MATERIALS

Conform to the specifications and standards referenced in PART 3, except as noted below.

2.1.1    Latex Block Filler

CID A- A- 1500.
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2.2 STRUCTURAL STEEL COATING SYSTEM

2.2.1  Ferrous Metal Primer: Aromatic Urethane, Zinc-Rich, Reddish-gray color.

2.2.1.1 Zinc Dust Content: 83 percent by weight in dried film.

2.2.1.2 Comply with AISC requirements of a Class B surface with a mean slip coefficient no less than
0.50 and a tension creep not in excess of 0.005 inches.

2.2.2  Intermediate Coating Hi-Build Polyamide Epoxy

2.2.3  Finish Coating Aliphatic Acrylic Polyurethane.

2.3 SHOP PRIMING STRUCTURAL STEEL

2.3.1   Ferrous metal shall be free of dirt, oil and grease by solvent or detergent washing in accordance
with Steel Structures Painting Council SSPC-SP 1, "Solvent Cleaning".  All surfaces shall be cleaned of
loose mill scale, rust, paint and any other foreign material in accordance with SSPC-SP 6, "Commercial
Blast Cleaning".

2.3.2   All surfaces to be painted shall be at least 5 degrees F above the Dew Point and shall be blown
clean before painting.  Primer shall be applied at a spreading rate to provide an average dry film thickness
of 2.0 mils and a minimum dry film thickness of 2.5 mils.  Paint all structural steel with shop primer
except:

2.3.2.1 Members to be encased in concrete.

2.3.2.2 Areas of all slip critical joints and areas within two inches of field welds unless noted otherwise
on the structural drawings.

2.3.2.3 Areas of members to be treated with spray-applied fire proofing.

2.3.3   Primers used shall be in conformance with State and Local EPA, VOC regulations.  Shop primers
shall be compatible with all applied finish material.

PART 3 - EXECUTION

3.1      PROTECTION OF AREAS AND SPACES

Prior to surface preparation and coating applications, remove, mask, or otherwise protect, hardware,
hardware accessories, machined surfaces, radiator covers, plates, lighting fixtures, public and private
property, and other such items not to be coated that are in contact with surfaces to be coated.  Following
completion of painting, workmen skilled in the trades involved shall reinstall removed items.  Restore
surfaces contaminated by coating materials, to original condition and repair damaged items.

3.2      SURFACE PREPARATION

Remove dirt, splinters, loose particles, grease, oil, and other substances deleterious to coating
performance as specified for each substrate.
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3.3      PREPARATION OF METAL SURFACES

3.3.1    New Ferrous Surfaces

a. Shop- coated Surfaces and Small Areas That Contain Rust, Mill Scale and Other Foreign
Substances:  Solvent clean in accordance with SSPC SP 1 to remove oil and grease.  Where shop coat is
missing or damaged, clean according to SSPC SP 6.

b. Surfaces With More Than 20 Percent Rust, Mill Scale, and Other Foreign Substances:
Clean entire surface in accordance with SSPC SP 6.

3.3.2    Final Ferrous Surface Condition:

For tool cleaned surfaces, cleaned surface shall be similar to photographs in SSPC VIS 3 as follows:

100                                                   100
Percent                   100     Percent

   Degree of       Adherent          Mill Scale      Percent    Rust
   Cleaning                       Mill Scale    and Rust       Rust  with Pits
   ________               __________   __________   ______   __________

Commercial Blast Cleaning      Note (1)  B SP 6    C SP 6 D SP 6
     SSPC SP 6

Note:   (1) No photograph is available or recommended for comparison because this condition cannot
normally be attained when removing adherent mill scale.

For surfaces cleaned by water jetting, cleaned surface shall be similar to photographs in SSPC Vis 4 as
follows:  Interim Guide - Photographs not available for this version.

3.3.3    Galvanized Surfaces

a. New or Existing Galvanized Surfaces With Only Dirt and Zinc Oxidation Products:
Clean with solvent, in accordance with SSPC SP 1.  If the galvanized metal has been passivated or
stabilized, the coating shall be completely removed by brush- off abrasive blast or other treatment, or the
surface shall be primed with a primer which is specifically recommended by the paint manufacturer for
use on passivated or stabilized galvanized steel.  For new galvanized steel to be coated, if absence of
hexavalent stain inhibitors is not documented, test as described in ASTM D 2092, Appendix X2, and
remove by one of the methods described therein.

3.3.4    Aluminum, Other Non- Galvanized, and Non- Ferrous Surfaces

a. Surface Cleaning:   Solvent clean in accordance with SSPC SP 1 and wash with mild
non- alkaline detergent to remove dirt and water soluble contaminates.

3.4      PREPARATION OF CONCRETE AND CEMENTITIOUS SURFACE

3.4.1    Concrete and Masonry

a. Surface Cleaning:    Remove the following deleterious substances.

(1) Dirt, Grease, and Oil:    Wash new surfaces with a solution composed of 1/2 cup
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trisodium phosphate, 1/4 cup household detergent, and 4 quarts of warm water.  Then rinse
thoroughly with fresh water.  For large areas, water blasting may be used.

(2) Fungus and Mold:    Wash new surfaces with a solution composed of 1/2 cup
trisodium phosphate, 1/4 cup household detergent, 1 quart 5 percent sodium hypochlorite solution
and 3 quarts of warm water.  Rinse thoroughly with fresh water.

(3) Paint and Loose Particles:    Remove by wire brushing.

(4) Efflorescence:    Remove by scraping or wire brushing followed by washing with
a 5 to 10 percent by weight aqueous solution of hydrochloric (muriatic) acid.  Do not allow acid
to remain on the surface for more than five minutes before rinsing with fresh water.  Do not acid
clean more than 4 square feet of surface, per workman, at one time.

(5) If curing agent were used for concrete floors remove by acid etching in
accordance with paint manufacturer’s instructions.  Delay sealing for a minimum of 60 days after
placing concrete floor.

b. Cosmetic Repair of Minor Defects:    Repair or fill mortar joints and minor defects,
including but not limited to spalls, in accordance with manufacturer's recommendations and prior to
coating application.

3.4.2    Gypsum Board

a. Surface Cleaning:   Gypsum board shall be dry.  Remove loose dirt and dust by brushing
with a soft brush or rubbing with a dry cloth prior to application of the first coat material.

b. Repair of Minor Defects:    Prior to painting, repair joints, cracks, holes, surface
irregularities, and other minor defects with patching plaster or spackling compound and sand smooth.

3.5      PREPARATION OF WOOD AND PLYWOOD SURFACES

3.5.1    New Surfaces

New Plywood and Wood Surfaces

a. Surface Cleaning:    Surfaces shall be free from dust and other deleterious substances and
in a condition approved by the Contracting Officer prior to receiving paint or other finish.  Do not use
water to clean uncoated wood.

b. Cosmetic  Repair of Minor Defects:

(1) Knots and Resinous Wood:  Prior to application of coating, cover knots and
stains with two or more coats of 3- pound- cut shellac varnish, plasticized with 5 ounces of castor
oil per liter gallon.  Scrape away existing coatings from knotty areas, and sand before treating.
Prime before applying any putty over shellacked area.

(2) Open Joints and Other Openings :    Fill with whiting putty, CID A- A- 378.  Sand
smooth after putty has dried.

(3) Checking:    Where checking of the wood is present, sand the surface, wipe and
apply a coat of pigmented orange shellac.  Allow to dry before paint is applied.
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c. Cracks and Nailheads:    Set and putty stop nailheads and putty cracks after the prime
coat has dried.

3.6    APPLICATION

3.6.1    Coating Application

Apply coating materials in accordance with SSPC PA 1.  SSPC PA 1 methods are applicable to all
substrates, except as modified herein.  Thoroughly work coating materials into joints, crevices, and open
spaces.  Touch up damaged coatings before applying subsequent coats.  Interior areas shall be broom
clean and dust free before and during the application of coating material.

a. Drying Time:    Allow time between coats, as recommended by the coating manufacturer,
to permit thorough drying, but not to present topcoat adhesion problems.  Provide each coat in specified
condition to receive next coat.

b. Primers, and Intermediate Coats:    Do not allow primers or intermediate coats to dry
more than 30 days, or longer than recommended by manufacturer, before applying subsequent coats.
Follow manufacturer's recommendations for surface preparation if primers or intermediate coats are
allowed to dry longer than recommended by manufacturers of subsequent coatings.  Each coat shall cover
surface of preceding coat or surface completely, and there shall be a visually perceptible difference in
shades of successive coats.

c. Finished Surfaces:    Provide finished surfaces free from runs, drops, ridges, waves, laps,
brush marks, and variations in colors.

3.6.2    Equipment

Apply coatings with approved brushes, approved rollers, or approved spray equipment, unless specified
otherwise.  Spray areas made inaccessible to brushing by items such as ducts and other equipment.

3.6.3    Thinning of Paints

Reduce paints to proper consistency by adding fresh paint, except when  thinning is mandatory for the
type of paint being used.  Obtain written permission from the Contracting Officer to use thinners.  The
written permission shall include quantities and types of thinners to use.

3.6.4   Coating Systems

a. Systems by Substrates:    Apply coatings that conform to the respective specifications
listed in the following Tables:

Table

1 Exterior Metal Surfaces
2. Interior Metal Surfaces
3. Building Systems Surfaces: Interior and Exterior
4. Exterior Concrete and Concrete Masonry
5. Interior Concrete, Concrete Masonry, and Cementitious Wood-Fiber Planks, and

Wallboard Surfaces
6. Exterior Wood and Plywood Surfaces
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7. Interior Wood and Plywood Surfaces

b. Minimum Dry Film Thickness (DFT):    Apply paints, primers, varnishes, enamels,
undercoats, and other coatings to a minimum dry film thickness of 1.5 mil, each coat unless specified
otherwise in the Tables.  Coating thickness where specified, refers to the minimum dry film thickness

c. Coatings for Surfaces Not Specified Otherwise:    Coat surfaces  which have not been
specified, the same as surfaces having similar conditions of exposure.

3.7     COATING SYSTEMS FOR METAL

a. Primer: Apply specified ferrous metal primer on the same day that surface is cleaned.  If
flash rusting occurs, re-clean the surface prior to application of primer.

(1) Inaccessible Surfaces:    Prior to erection, use two coats of specified primer on
metal surfaces that will be inaccessible after erection.

(2) Shop- primed Surfaces:    Touch up exposed substrates and damaged coatings to
protect from rusting prior to applying field primer.

(3) Pipes and Tubing:    Semitransparent film applied to pipes and tubing at the mill
is not to be considered a shop coat.  Apply specified ferrous metal primer prior to application of
subsequent coats.

(4)  Exposed Nails, Screws, Fasteners, and Miscellaneous Ferrous Surfaces.  On
surfaces to be coated with water thinned coatings, spot prime exposed nails and other ferrous
metal with latex primer, CID A- A- 50557.

b. Apply coatings of Tables 1, 2 and 3.    "DFT" means dry film thickness in mils.

3.8     COATING SYSTEMS FOR CONCRETE AND CEMENTITIOUS SUBSTRATES

Apply coatings of Tables 4 and 5.

3.9     COATING SYSTEMS FOR WOOD AND PLYWOOD

a. Apply coatings of Tables 4 and 7.

b. Prior to erection, apply two coats of specified primer to treat and prime wood and
plywood surfaces which will be inaccessible after erection.

c. Apply paint in accordance with manufacturer's printed instructions.

3.10 PIPING IDENTIFICATION

Piping Identification, Including Surfaces in Concealed Spaces:  Provide in accordance with MIL-STD-
101.  Place stenciling in clearly visible locations.  On piping not covered by NIL-STD-101, stencil
approved names or code letters, in letters a minimum of ½ inch high for piping and a minimum of 2
inches high elsewhere.  Stencil arrow-shaped markings on piping to indicate direction of flow.  Use black
stencil paint, CID A-A-1558.
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3.11 INSPECTION AND ACCEPTANCE

In addition to meeting previously specified requirements, demonstrate mobility of moving components,
including swinging and sliding doors, cabinets, and windows with operable sash, for inspection by the
Contracting Officer.  Perform this demonstration after appropriate curing and drying times of coatings
have elapsed and prior to invoicing for final payment.

TABLE 1

EXTERIOR METAL SURFACES

A. New Steel that has been blast-cleaned (up to SSPC SP 6):

Primer: FS TT-P-86H 2.0 mils DFT
Intermediate: FSTT-P-19D 1.3 mils DFT
Topcoat: FSTT-P-19D 1.3 mils DFT

EXTERIOR METAL SURFACES (GALVANIZED)

B. New galvanized surfaces:

Primer: FS TT-P-1975 2.5 mils DFT
Intermediate: FS TT-P-19D 1.3 mils DFT
Topcoat: FS TT-P-19D 1.5 mils DFT

TABLE 2

INTERIOR METAL SURFACES

A. Metal (except floors) not otherwise specified:

Primer
- (non-shop-primed surfaces): FS TT-P-664 2.0 mils DFT

Intermediate: FS TT-P-19D satin 1.3 mils DFT
Topcoat: FS TT-P-19D satin 1.3 mils DFT

TABLE 3

BUILDING SYSTEMS SURFACES: INTERIOR AND EXTERIOR

Mechanical, electrical, and miscellaneous metal items, except hot metal surfaces and new prefinished
equipment.

A. Surfaces not adjacent to painted surfaces:

Primer: FS TT-P-664 2.0 mils DFT
Intermediate: FS TT-P-19D satin 1.3 mils DFT
Topcoat: FS TT-P-19D satin 1.3 mils DFT
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B. Surfaces adjacent to painted surfaces: Coating systems as specified.
Color of topcoat to match adjacent surfaces..

C. New exposed piping and equipment:

Primer: MIL-P-24441  3.0 mils DFT
Intermediate: MIL-P-24441 3.0 mils DFT
Topcoat: MIL-P-24441 3.0 mils DFT

TABLE 4

EXTERIOR CONCRETE AND CONCRETE MASONRY

A. New concrete:

Primer: CID A-A-1500
Intermediate: FS TT-P-19 1.5 mils DFT
Topcoat: FS TT-P-19 1.5 mils DFT

TABLE 5

INTERIOR CONCRETE, CONCRETE MASONRY, AND WALLBOARD SURFACES

A. Concrete and Concrete masonry:

Primer: CID A-A-1500 Fill all holes in masonry surfaces
Intermediate: FS TT-P-19 1.5 mils DFT
Topcoat: FS TT-P-19 1.5 mils DFT

B. Wallboard not otherwise specified:

Primer: FS TT-P-650D, Type I 1.5 mils DFT
Intermediate: FS TT-P-29K 1.5 mils DFT
Topcoat: FS TT-P-29K, Flat 1.5 mils DFT

C. Wallboard in toilets and other high humidty areas:

Primer: FS TT-P-650D, Type I 1.5 mils DFT
Intermediate: N/A
Topcoat: FS TT-E-506K, Gloss 1.5 mils DFT
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TABLE 6

EXTERIOR WOOD AND PLYWOOD SURFACES

A. Wood and plywood, trim, including top, bottom and edges of doors:

Primer: FS TT-P-1984 1.5 mils DFT
Intermediate: FS TT-P-19 1.5 mils DFT
Topcoat: FS TT-P-19, Gloss 1.5 mils DFT

TABLE 7

INTERIOR WOOD AND PLYWOOD SURFACES

A. Wood:  (Stained Finish Wood Doors and Chair Rails)

Primer: FS TT-5-711 (1 coat)
Intermediate: N/A
Topcoat: FS TT-C-542 (2 coats)

B. Wood and plywood not otherwise specified:

Primer: FS TT-P-650C, Type I 1.5 mils DFT
Intermediate: FS TT-P-1511B, Type I, semi-gloss 1.5 mils DFT
Topcoat: FS TT-P-1511B, Type I, semi-gloss 1.5 mils DFT

END OF SECTION


